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Aguardio

At Aguardio our mission is to reduce water consumption in 
your shower by using our plug & play solution called 
Aguardio Sensor & Display.

Important
This manual guides you through information about the 
Aguardio solution. We recommend you always read the 
manual before installing the two sections of the device. 

Aguardio Setup
In order to connect the Aguardio Sensor to your Wi-Fi, it is 
necessary to download the ”Aguardio Setup” app. With this 
app you can receive information about your Aguardio 
solution, i.e. battery level, Wi-Fi connection, etc. The app is 
available for downloading in Google Play.

This manual has been carefully made, but due to our continuous technology 
development, Aquardio reserves the right to change and up-grade at any time.



Content

1 x Aguardio Sensor

1 x Aguardio Display

2 x AA batteries

3 x AAA batteries

4 x Double-sided adhesive tape

4 x Screws



The Aguardio solution

The Sensor is installed on the ceiling in the 
shower cabin and works due to four features: 
movement, sound, humidity and temperature.

The Display is installed on the wall at the 
recommended height (1.5 meters) in the shower 
cabin. The purpose of the Display is to guide 
you, with different symbols, to use less time under 
running water.

The cloud affords you access to data collected 
from the features in the Sensor. The data gives 
you an insight into your shower behaviour with 
the use of graphs.

Access to the cloud will be available from May 2019.

In bathrooms with bath tubs, Aguardio only works by
standing in the bath tub. 



Wi-Fi configuration

Download the ”Aguardio Setup” app and insert batteries 
into the Sensor (2xAA) and the Display (3xAAA). 

1. Open app. Create an user and sign in.
2. Select your sensor in the app.
3. Enter Wi-Fi name (SSID) and password and name the 

location.
4. Press CONNECT WIFI.
5. Now the sensor blinks blue while the Wi-Fi connection is 

being tested.
6. When the Sensor is connected to the Wi-Fi it blinks 

green every 16 seconds. If the Sensor blinks red or blue 
ascertain the Wi-Fi name and password are correct 
(see FAQ). 

The Display is automatically connected with the Sensor. 

You are now ready to install the Sensor and Display. 

Aguardio Sensor & Display works without any Wi-Fi configuration. Simply insert 
batteries and install the solution in the shower cabin. However, access to data 
is only achieved when connecting the Sensor to Wi-Fi.



Installation
The Sensor should be installed on the ceiling in the shower cabin with the 
enclosed two screws or the double-sided adhesive tape. The Sensor should 
not be placed above the shower head, as this will shade the features in the 
Sensor.

The Display should be placed on the walll at the recommended height (1.5 
meters) within the shower cabin, by the enclosed screws or the double-sided 
adhesive tape.

It is recommended to use a Philips screwdriver with cross-cutter, Pozidriv PZ1 
for battery cover and a Pozidriv PZ2 for wall/ceiling fittings.

N.B. By using double-sided adhesive tape, we at Aquardio, express reservations regarding the risks of 
the tape leaving marks when removing the devices. The tape can have a shorter lifetime on some 
surfaces, which is why we always recommend using the enclosed screws. 

Remove the fitting from the Sensor

Attach the Display to the fittingInstall the fitting at eye level in 
the shower cabin

Remove the fitting from the Display

Attach the Sensor to the fittingInstall the fitting on the ceiling in 
the shower cabin



FAQ
Why is my Sensor blinking blue?
When the Sensor blinks blue at 16 second intervals, it means 
that there is an error in the Wi-Fi configuration. Reset the 
Sensor and connect it to Wi-Fi via ”Aguardio Setup” app.

Why is my Sensor blinking red?
When the Sensor blinks red at 16 second intervals it means 
that the battery level is low and you should change the 
batteries.

How do I reset my Sensor?
Take out one of the batteries, push a button and put in the 
battery again. Release the button when the Sensor blinks red 
(fast). Afterwards the device blinks blue and the Wi-Fi 
configuration can start again.

If you experience further problems with your devices, we encourage you to visit our 
website www.aguardio.com or contact our support at support@aguardio.com. 



Battery
The lifetime of the batteries is expected to be min. of 1 year. 
Removal of old batteries must always be in accordance with 
the rules of the Environmental Administration authority.

Use and maintenance 
The products are exclusively for the shower cabin, and should 
not be used outdoor. The products require regular cleaning 
with a damp cloth to avoid any corrosion.

Read more
You can read more about the Aguardio solution at
www.aguardio.com.

Designed and produced in Denmark


